
· Anti-Derail Crawler for All
Terrain Road or Land

· Wide Ground Contact Area
Best for Peat Soil

· Rust-free Steel Frame
in the Crawler and Main Body

Crawler Track

Spacious Seat Pivot Turn 2-in-1 System

Sprayer Unit
· Tank Capcity : 500L

· Partial Spraying System
  (Left/Right/Upwards)

· Max. 20m of Spraying Coverage

· Easy convert to Mini Dumper

· Ergonomic Design for 
  Operator’s Convenience

· Zero Turn Radius Best for
  Driving in Narrow Corners

· Sprayer and Cargo box can be shared in one base frame

www.hstni.com HTI-500CMS-D
Multi-fucntional 

Crawler Speed Sprayer

· Load Capacity :
  Max 1,200kg
· Max 1.9M Lift Heights
· Max.61º Dump Angle

Convertible
Cargo box Unit

HTI-500CMS-D



Description Unit Specification
Model - HTI-500CMS-D

Type -   Crawler Speed Sprayer

Net Weight Kg 1,600

  Chemical Tank Capacity L 500

  Ground Clearance mm 235 

Overall Size(L x W x H) mm   3360 x 1470 x 1360

Drive 
Engine

Model - DAEDONG / ND10DE

Max. Power HP(Kw)/rpm 13(9.75) / 2400

Fuel - Diesel

Spray
Engine

Model - Hyundai / D4BB(AG90) 

Max. Power HP(Kw)/rpm 55.2(40.6)/2,400

Fuel - Diesel

Sprayer

Model - GX-100A

Pump Output L/min 94.4

Max. Pressure kPa(kgf/cm2) 3922 (40)
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Seoul 11F, 134 Teheranro, Gangnamgu, Seoul, Korea   Tel. +82-2-2088-8674   Fax. +82-2-566-8616   E-mail. sales@hstni.com 

*The Specifications will be subject to change without prior notice
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